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DRIVER DISC content 

Layer 1 

\API Package Folder 

\DRIVER Folder 

\USER MANUAL Folder 

README PDF file 

 

 

 

Layer 2 \API Package folder 

\DEMO PROJECT folder NA 

\Prox API Standard folder NA 

\Document folder NA 

 

 

Layer 2 \DRIVER folder 

\Flash BIOS folder BIOS & Updating tool 

\Platform folder Driver 

1. The sequence of setup is, 
   Main Chip => Graphics => Intel(R) TXE Package => LAN Chip => Sound Codec 

=> KMDF for win7 => USB3 (win7) 

2. You will be prompted to reboot when installation is complete. 

 

Main Chip / Intel(R) Chipset Device Software Installation Utility 

Windows 7 
32bit 10.1.1.38 

64bit 10.1.1.38 

Windows 10 IOT Enterprise 
32bit 10.1.1.38 

64bit 10.1.1.38 
 

 



 

\Platform folder  

Intel®  TXE Package / For Intel Trusted Execution Engine Interface 

Windows 7 
32bit 1.1.0.1064 

64bit 1.1.0.1064 

Windows 10 IOT Enterprise 
32bit 1.1.0.1064 

64bit 1.1.0.1064 

 

Graphics / Intel Atom E3827 For VGA Driver installation 

Windows 7 
32bit 10.18.10.4491 

64bit 10.18.10.4491 

Windows 10 IOT Enterprise 
32bit 10.18.10.4491 

64bit 10.18.10.4491 

 

LAN Chip/ Intel I210IT & I210AT 

Windows 7 
32bit 12.13.27.0 

64bit 12.13.27.0 

Windows 10 IOT Enterprise 
32bit 12.15.184.0 

64bit 12.12.226.0 

 

Sound Codec / Realtek ALC888 

Windows 7 
32bit 6.0.1.7541 

64bit 6.0.1.7541 

Windows 10 IOT Enterprise 
32bit 6.0.1.7541 

64bit 6.0.1.7541 

 
 

USB3 / Intel(R) USB 3.0 eXtensible Host Controller 

Windows 7 
32bit 3.0.0.34 

64bit 3.0.0.34 

Windows 10 IOT Enterprise 
32bit NA 

64bit NA 
 

 



\Platform folder KMDF For Win7 / Windows 7 update KMDF 

Windows 7 
32bit kmdf-1.11-Win-6.1-x86 

64bit kmdf-1.11-Win-6.1-x64 

Windows 10 IOT Enterprise 
32bit NA 

64bit NA 
 

  


